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At JUX we design, manufacture and repair hydraulic pumps and cylinders of up to 1 000 t of force, as well
as "turnkey projects" in collaboration with the customer for lifting, transport, positioning, maintenance or
any activity where special cylinders are required.

We have a technical office with a skilled team to follow up and advise on the whole project and to make
any design changes that may be required.

We also have a repair area for hydraulic equipment, covering our own cylinders and pumps as well as those
of any other make.

Application areas for our products: Energy, Oil and Gas, Maintenance and Production,Application areas for our products: Energy, Oil and Gas, Maintenance and Production,
Construction and Mining.Construction and Mining.

Hydraulic Cylinders
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ASME B30.1:ASME B30.1: JUX hydraulic cylinders fully meet the criteria specified by the ASME B30.1 standard of the
American Society of Mechanical Engineers. Our cylinders are tested at 150% of rated pressure over the full
stroke and inspected to ensure they work properly and are free of leaks.

CE marking:CE marking: JUX is committed to designing, manufacturing and marketing products that meet or exceed its
customers' needs. Accordingly, our hydraulic cylinders comply with the provisions of the European Union
directives, such as Directive 2006/42/EC of the European Parliament and of the Council of 17 May 2006 on
machinery.

Industrial Technique Tools, S.L. is certified to the requirements of several quality standards. These standards
require compliance with management, administration, and product development and manufacturing
standards. In its constant pursuit of excellence, Industrial Technique Tools S.L. works hard to maintain its
quality rating.

All JUX-brand hydraulic components are designed and tested to be safe at maximum operating pressures
of 700 bar, unless specifically stated otherwise.

All our hydraulic cylinders undergo quality checks during the production process. All steel bars are approved
and have material traceability back to the steelworks. Before leaving the factory, all cylinders are tested at
pressures of 1 050 bar.

Quality and Certifications

Design criteria for JUX productsDesign criteria for JUX products

Quality controlQuality control
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Spring-return cylinder / Low-height spring-return
cylinder

Working pressure 700 bar / 10 000 psi. Nitriding treatment or hard chrome plating to prevent corrosion. Fitted
with a removable slotted head and a high-flow female quick coupler. Equipped with a carrying handle or
eyebolts. "JZRM" cylinders have the same manufacturing characteristics as "JZR" cylinders, but with
reduced height, for use in spaces where other types of cylinders would not fit.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

JZR / JZRM

Ref.Ref. mmmm kNkN ccmm²² AA BB DD EE FF OO PP UU VV ZZ JJ J1J1 HH WW XX KK K1K1 cmcm³³

4.9

JZR00 25 105 130 20 18 1.0502

1/4-3/4- 1 1/2-48.5 7.1 40 30 26 18 25 20UN 13 26 32 29 8 2316UNF 16UNC

JZR00
507 75 155 230 20 53 1.4

JZR00
512 125 207 332 20 89 1.7

JZR00
517 175 270 445 20 124 2.2

JZR00
522 225 320 545 20 160 2.6

11.1

JZR011 25 112 13702

5/16-1-109.2 15.9 60 45 39 19 40 18 16 39 408UNC UNC

21 40 2.2

2 1/4- 27 8 2714UNS

JZR01
105 50 137 187 21 80 2.6

JZR01
110 100 187 287 21 159 3.4

JZR01
115 150 241 391 21 239 4.2

JZR01
120 200 296 496 21 318 5.0

JZR01
125 250 346 596 21 398 5.8

JZR01
130 300 396 696 21 477 6.5

JZR01
135 350 446 796 21 557 7.3

16.6

JZR01 25 120 145 21 60 3.1602

1- 3/8-16 2 3/4-163.1 23.8 70 55 46 19 48 16 45 40 30 12 278UNC UNC 16UN

JZR01
605 50 145 195 21 119 3.6

JZR01
610 100 195 295 21 238 4.6

JZR01
615 150 245 395 21 357 5.5

JZR01
620 200 304 504 21 476 6.6

JZR01
625 250 354 604 21 595 7.6

JZR01
630 300 404 704 21 714 8.5

JZR01
635 350 454 804 21 833 9.5

23.2

JZR02 25 131 156 22 83 4.9302

31 1/2- 1/2-13227.8 33.2 85 65 54 27 59 16 54 55 5/16- 49 12 3416UN UNC 12UNS

JZR02
305 50 156 206 22 166 5.7

JZR02
310 100 206 306 22 332 7.1

JZR02
315 150 256 406 22 498 8.5

JZR02
320 200 317 517 22 664 10.1

JZR02
325 250 367 617 22 830 11.5

JZR02
330 300 417 717 22 996 12.9

JZR02
335 350 467 817 22 1162 14.3
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Spring-return cylinder / Low-height spring-return
cylinder

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

JZR / JZRM

Ref.Ref. mmmm kNkN ccmm²² AA BB DD EE FF OO PP UU VV ZZ JJ J1J1 HH WW XX KK K1K1 cmcm³³

30.9

JZR03 50 194 244 37.5 221 9.0005

31 1/2-303.3 44.2 99 75 57.15 27 — — — 54 55 5/16- 48 11 3316UN 12UNS

JZR03
010 100 244 344 37.5 442 11.1

JZR03
015 150 294 444 37.5 663 12.8

JZR03
020 200 344 544 37.5 884 14.6

JZR03
025 250 394 644 37.5 1105 16.5

55

JZR05 50 164 214 28 393 13.9505

1/2-13 5-539.1 78.5 130 100 80 — — 95 20 55 60 45 6 31UNC 12UN

JZR05
510 100 214 314 28 785 17.3

JZR05
515 150 264 414 28 1178 20.7

JZR05
520 200 326 526 26 1570 24.6

JZR05
525 250 376 626 26 1963 27.9

JZR05
530 300 426 726 26 2355 31.2

92.9

JZR10 50 180 230 45 664 29.4005

6 7/8-911.2 132.7 175 130 105 — — — — — 74 79 50 6 3812UN

JZR10
015 150 284 434 45 1991 43.0

JZR10
020 200 344 544 46.5 2654 51.3

JZR10
025 250 394 644 46.5 3318 57.8

JZR10
030 300 444 744 46.5 3981 64.2

11.1 JZRM 38 109.2 15.9 90 128 75 45 39 — — — — — 27 40 25 — — 2 18 60 3.001104

23.2 JZRM 41 227.8 33.2 99 140 94 65 54 — — — — — 39 55 25 — — 2 22.5 136 4.802304

30.9 JZR03 60 303.3 44.2 120 180 104 75 57.15 — — — — — 39 55 25 — — 2.5 23 265 6.7006

55 JZR05 53 539.1 78.5 127 180 136 100 80 — — — — — 55 60 22 — — 2.5 27.5 416 12.1505

92.9 JZR10 56 911.2 132.7 142 198 174 130 105 — — — — — 74 79 22 — — 2.5 34.5 743 22.7005
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Gravity-return cylinder / Low-height gravity-return
cylinder

Working pressure 700 bar / 10 000 psi. Nitriding treatment or hard chrome plating to prevent corrosion.
Fitted with a removable slotted head and a high-flow female quick coupler. Equipped with a carrying handle
or eyebolts. Designed for a wide range of applications in construction and steelworks and for moving or
lifting heavy loads.

"JZM" cylinders have the same manufacturing characteristics as "JZ" cylinders, but with reduced height,
for use in spaces where other types of cylinders would not fit.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

JZ / JZM

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1mmmm kNkN cm²cm² cm³cm³

11.1 JZ01104 38 109.2 15.9 105 143 60 45 39 27 40 22 2 19 60 2.3

23.2 JZ0230 50 227.8 33.2 120 170 85 65 54 39 55 22 2 23 166 55

30.9 JZ0300 50 303.3 44.2 124 174 100 75 57.1 39 55 23 2 23 221 6.95

55 JZ0550 50 539.1 78.5 134 184 130 100 80 55 60 23 3 28 393 12.55

92.9 JZ10005 50 911.2 132.7 132 182 160 130 105 73.5 78.5 30 3 35 664 18.4

198.5
JZ2000 50 219 269 61 1.418 70.85 1946.3 283.5 242 190 150 113 138 5 52
JZ20015 150 319 469 61 4.253 95.3

303.6
JZ30015 150 327 477 52 6.506 183

2977.4 433.7 304 235 170 130 155 5 71JZ3002
5 250 481 731 78 10.843 234

400.8
JZ40015 150 381 531 88 8.589 259

3930.4 572.6 349 270 210 160 185 5 91JZ4002
5 250 491 741 88 14.315 322

511.4
JZ50015 150 400 550 91 10.959 343

5015.4 730.6 392 305 240 180 205 5 104JZ5002
5 250 510 760 91 18.265 424

11.1 JZM011 38 109.2 15.9 90 128 75 45 39 27 40 24 2 19 60 3.10

23.2 JZM023 41 227.8 33.2 97 138 94 65 54 39 55 24 2 23 136 5.00

30.9 JZM030 60 303.3 44.2 120 180 104 75 57.1 39 55 25 2.5 23.5 265 7.10

55 JZM055 53 539.1 78.5 127 180 136 100 80 55 60 26 2.5 27 416 13.00

92.9 JZM100
0 56 911.2 132.7 142 198 174 130 105 73.5 79 22 2.5 34 743 23.9
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Hollow-plunger spring-return cylinder / Hollow-plunger
double-acting cylinder

Working pressure 700 bar / 10 000 psi. Nitriding treatment or hard chrome plating to prevent corrosion.
Fitted with a removable slotted head and a high-flow female quick coupler. Equipped with a carrying handle
or eyebolts. "JZBH" cylinders are fitted with safety valves to prevent accidental overpressure. This group of
cylinders allows a rod that moves simultaneously to be passed through the hollow plunger.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

JZRH / JZBH

Ref.Ref. mmmm kNkN ccmm²² AA BB DD EE FF KK OO UU VV ZZ HH WW XX PP II YY cmcm³³

12.6

JZRH0 2 3/4-41 130 171 72 20 — 74 3.61204 M29x1, 5/16-18 16UN
123.6 18.03 55 40 2 50.8 16 30 20 205 UNCJZRH0

1208
2 3/4-76 184 260 72 20 — 137 4.616UN

20.2

JZRH0 3 7/8-48 160 208 98 23 — 139 7.22005 M37x1, 3/8-16 12UN
198.1 28.86 70 52 2 82.6 20 35 20 27.55 UNCJZRH0

2015 150 323 473 95 23 — — 433 13

28.9

JZRH0 63 184 247 1143006 M46X1283.1 41.24 85 64 2 92.1,5
3/8-16

4 1/2-23 — 260 10.412UN
20 38 22 34UNCJZRH0

3015 150 343 493 110 23 — — 619 17.1

59.1

JZRH0 6 1/4-76 247 323 160 34 — 642 266008 M72x1, 1/2-18 12UN
579.6 84.45 125 95 2 130.2 20 48 25 545 UNCJZRH0

6015 150 360 510 155 23 — — 1267 36.5

93.2

JZRH1 76 274 350 200 38 — — 1012 460008 M104x914 133.17 165.1 127 2 — — — 30 — 791.5JZRH1
0015 150 399 549 200 38 — — 1998 66

28.9 JZBH0 M46X1 3/8-16150 283.1 41.24 298 448 114 85 62 2 92.1 20 23 — — 22 47 34 619 17.53015 ,5 UNC

59.1 JZBH0 M72X1, 1/2-18150 579.5 84.42 305 455 155 125 95 2 130.2 20 23 — — 25 48 54 1266 326015 5 UNC

93.2 JZBH1 M104x150 914 133.17 315 465 200 165.1 127 2 — — — 38 — — 30 50 79 1998 520015 1.5
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Working pressure 700 bar / 10 000 psi. Nitriding treatment or hard chrome plating to prevent corrosion. The
slotted plunger ends do not need bearing heads. Fixing holes in the base.

Designed with a very low minimum height so that they can be used wherever the lifting point is very close
to the ground, making them suitable for maintenance operations, machinery positioning, shipyards and
industry in general. The plunger return spring allows them to be removed from the lifting point effortlessly.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Pancake cylinder
JZL

Ref.Ref. AA BB DD EE FF UU VV HH SS LL MMmmmm kNkN cm²cm² cm³cm³

4.9 JZL00 6.5 48.5 7.1 35 41 60 30 26 28 5.5 17 41 20 22 5 0.6506

4.9 JZL00 16 48.5 7.1 45 61 60 30 26 28 5.5 17 41 20 22 11 0.9516

11.1 JZL011 11 109.2 15.9 45 56 79 45 39 37 7 23 56 28 34 17 1.511

23.2 JZL02 11 227.8 33.2 55 65 98 65 54 50 9 23 80 40 37 37 2.7311

30.9 JZL031 13 303.3 44.2 60 73 115 75 57.15 52 9 23 95 47 44 57 4.213

55 JZL05 16 539.1 78.5 75 91 147 100 80 70 11 23 124 62 58 126 8.3516

72.7 JZL07 16 713 103.9 80 96 165 115 85 76 14 23 139 70 65 166 11.2516

92.9 JZL100 16 911.2 132.7 88 104 178 130 105 76 14 23 160 80 74 212 14.516

140.7 JZL140 16 1380.2 201.1 101 117 216 160 115 117 14 23 194 96 82 322 25.316
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Aluminium hollow-plunger spring-return cylinder /
Aluminium hollow-plunger double-acting cylinder

Lightweight hollow cylinders. Weight reduction of more than 40% compared with the equivalent steel
version. Made of hard-anodised aluminium alloy. Steel base plate to increase wear resistance. Designed for
push and pull applications, cable and bolt tensioning, and bush and bearing extraction.

Nom. F.Nom. F. StrokeStrokeMax. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

x1.5

x1.5

JZARH / JZABH

Ref.Ref. AA BB DD EE FF OO UU VV ZZ JJ HH PP KK II YYmmmm kNkN cm²cm² cm³cm³

33.7

JZAR
H030 50 208 258 241 7.6

05

M46x330.4 48.1 129 90 68 100 M6 26 55 35 25 5 — 33.61.5

JZAR
H030

10
100 277 377 481 9.5

JZAR
H030

15
150 349 499 722 11.6

59.1

JZAR
H060

05
50

579.7 84.4

244 294 422 16.7

M70x175 125 95 130 M6 26 79 42 26 5 — 54.01.5

JZAR
H060

10
100 301 401 844 19.7

JZAR
H060

15
150 369 519 1266 23.4

102.2

JZAR
H100 50 261 311 730 32.5

05

M1031002 146 235 170 130 170 M6 26 116 45 34 5 — 79
JZAR
H1001

0
100 327 427 1460 39.0

JZAR
H1001

5
150 395 545 2190 46.8

33.7

JZAB
H030 50 189 239 241 8.0

05

M-
330.4 48.1 129 90 68 46x1, 100 M6 26 55 35 25 5 45 33.6

5

JZAB
H030

10
100 239 339 481 9.4

JZAB
H030

15
150 289 439 722 10.9

59.1

JZAB
H060 50 204 254 422 15.0

05

M70x579.7 84.40 175 125 95 130 M6 26 79 42 25 5 47 541.5

JZAB
H060

10
100 254 354 844 17.5

JZAB
H060

15
150 304 454 1266 20.2

102.2

JZAB
H100 50 233 283

05

M1031002 146 235 170 130

730 30.5

170 M6 26 116 45 34 5 55 79
JZAB
H1001

0
100 283 383 1460 35.1

JZAB
H1001

5
150 333 483 2190 39.8
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Aluminium hollow-plunger spring-return cylinder /
Aluminium hollow-plunger double-acting cylinder

JZARH / JZABH
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Working pressure 700 bar / 10 000 psi. Nitriding treatment or hard chrome plating to prevent corrosion.
Fitted with a removable slotted head and a high-flow female quick coupler. Equipped with a carrying handle
or eyebolts.

Especially recommended for support operations in construction, foundation and bridge support,
maintenance of heavy equipment, public works and steelworks.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Single-acting cylinder with lock nut
JZI

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1 LL SSmmmm kNkN cm²cm² cm³cm³

30.9 JZI- TR 2150 303.3 44.2 275 425 99 75 39 55 23 2 23 12 25 663 14.131D 1/4 x 5

55 JZI- TR 80150 539.1 78.5 290 440 130 100 55 60 26 3 28 12 31 1178 26.255D x 5

92.9 JZI- TR 105150 911.2 132.7 326 476 170 130 74 79 47 3 35 12 38 1991 54.793D x 5

198.5 JZI- TR 160150 1946.3 283.5 374 524 242 190 113 138 62 5 52 25 57 4253 125200D x 5

303.6

JZI- 150 435 585 6506 222300D TR 1802977.4 433.7 302 75 130 155 78 5 71 25 65x 5JZI-
300F 250 545 795 10843 269

400.8

JZI- 150 450 600 8589 315400D 3930. TR
572.6 349 270 200 x 160 185 88 5 91 25 774 5JZI-

400F 250 560 810 14315 383

511.4

JZI- 150 475 625 10959 427500D TR
5015.4 730.6 392 305 260 x 180 205 91 5 104 25 80

5JZI-
500F 250 585 835 18265 515
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Nitriding treatment or hard chrome plating to prevent corrosion. The overflow port works as a stroke
limiter. Single-acting load return.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Cylinder with lock nut and overflow port
JZIG

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1 SSmmmm kNkN cm²cm² cm³cm³

30.9

JZIG03 50 155 205 221 9.3005

TR303.3 44.2 100 75 56 60 23 2 27 2575x4

JZIG03
010 100 205 305 442 12.3

JZIG03
015 150 255 405 663 15.3

JZIG03
020 200 305 505 884 18.2

JZIG03
030 300 405 705 1.326 24.2

49.6

JZIG05 50 164 214 355 15.4005

TR486.6 70.9 125 95 74 78 25 2 34 2895x4

JZIG05
010 100 214 314 709 20.1

JZIG05
015 150 264 414 1.064 24.7

JZIG05
020 200 314 514 1.418 29.4

JZIG05
030 300 414 714 2.127 38.7

92.9

JZIG10 50 180 230 664 31.1005

TR911.2 132.7 170 130 89 94 30 2 42 36130x6

JZIG10
010 100 230 330 1.327 39.6

JZIG10
015 150 280 430 1.991 48.1

JZIG10
020 200 330 530 2.654 56.6

JZIG10
030 300 430 730 3.981 73.5

140.7

JZIG14 50 203 253 1.006 51.0005

TR1380.2 201.1 205 160 113 138 35 2 49 38160x6

JZIG14
010 100 253 353 2.011 63.4

JZIG14
015 150 303 453 3.017 75.8

JZIG14
020 200 353 553 4.022 88.2

JZIG14
030 300 453 753 6.033 113.1
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Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Cylinder with lock nut and overflow port
JZIG

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1 SSmmmm kNkN cm²cm² cm³cm³

198.5

JZIG20 50 216 266 1.418 77.5005

TR1946.3 283.5 245 190 130 155 45 3 69 44190x6
JZIG20

015 150 316 466 4.253 113.2

JZIG20
030 300 466 766 8.505 166.7

316.7

JZIG30 50 258 308 2.262 147.8005

TR3105.5 452.4 310 240 160 185 53 5 91 50240x6
JZIG30

015 150 358 508 6.786 205.1

JZIG30
030 300 508 808 13.572 291.6

400.8

JZIG40 50 318 368 2.863 231.7005

TR3930.4 572.6 349 270 180 205 86 5 104 58270x6
JZIG40

015 150 418 568 8.589 304.8

JZIG40
030 300 568 868 17.178 414.5

511.4

JZIG50 50 337 387 3.653 313.1005

TR5015.4 730.6 394 305 230 260 88 5 115 68305x6
JZIG50

015 150 437 587 10.959 406.4

JZIG50
030 300 587 887 21.918 546.3
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Use of an overflow port as a stroke limiter to prevent the piston from over-extending. Suitable for confined
spaces. Gravity return. For weighing, lifting, pulling and positioning operations in civil engineering works.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Single-acting cylinder with overflow port
JZG

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1mmmm kNkN cm²cm² cm³cm³

30.9

JZG03 50 130 180 221 7.9005

309.3 44.2 100 75 75 56 60 23 2 27

JZG03
010 100 180 280 442 11.0

JZG03
015 150 230 380 663 14.0

JZG03
020 200 280 480 884 17.1

JZG03
030 300 380 680 1.326 23.2

49.6

JZG05 50 133 183 355 12.8005

486.6 70.9 125 95 95 74 78 25 2 34

JZG05
010 100 183 283 709 17.3

JZG05
015 150 233 383 1.064 22.2

JZG05
020 200 283 483 1.418 26.9

JZG05
030 300 383 683 2.127 36.4

92.9

JZG100 50 145 195 664 25.205

911.2 132.7 170 130 130 89 94 30 2 42

JZG100
10 100 195 295 1.327 34.0

JZG100
15 150 245 395 1.991 42.8

JZG100
20 200 295 495 2.654 51.6

JZG100
30 300 395 695 3.981 69.3

140.7

JZG140 50 165 215 1.006 41.705

1380.2 201.1 205 160 160 113 138 35 2 49

JZG140
10 100 215 315 2.011 54.5

JZG140
15 150 265 415 3.017 67.4

JZG140
20 200 315 515 4.022 80.2

JZG140
30 300 415 715 6.033 105.8
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Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Single-acting cylinder with overflow port
JZG

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1mmmm kNkN cm²cm² cm³cm³

198.5

JZG20 50 176 226 1.418 63.4005

1946.3 283.5 245 190 190 130 155 45 3 69
JZG20

015 150 276 426 4.253 100.1

JZG20
030 300 426 726 8.505 155.1

316.7

JZG30 50 207 257 2.262 118.7005

3105.5 452.4 310 240 240 160 185 53 5 91
JZG30

015 150 307 457 6.786 177.4

JZG30
030 300 457 757 13.572 265.5

400.8

JZG40 50 260 310 2.863 189.5005

3930.4 572.6 349 270 270 180 205 86 5 104
JZG40

015 150 360 510 8.589 263.9

JZG40
030 300 510 810 17.178 375.6

511.4

JZG50 50 269 319 3.653 250.3005

5015.4 730.6 394 305 305 230 260 88 5 115
JZG50

015 150 369 519 10.959 345.2

JZG50
030 300 519 819 21.918 487.6
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Gravity return. Lock nut tested under a 50% overload. The lock nut supports the load mechanically for long
periods. Hydraulic end of stroke. No stop guide. Nitriding treatment or hard chrome plating to prevent
corrosion.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Pancake lock nut cylinder
JZIGL

Ref.Ref. AA BB DD EE FF JJ HH KK SSmmmm kNkN cm²cm² cm³cm³

49.6 JZIGL05 TR 95 x50 486.6 70.9 125 175 123 95 88 22 6 23 355 11.4050 4

92.9 JZIGL10 TR 13045 911.2 132.7 138 183 165 130 117 22 8 31 597 22.3045 x 6

149.7 JZIGL15 TR 165 x45 1467.8 213.8 152 197 205 165 148 25 8 38 962 38.0045 6

254.1 JZIGL25 TR 215 x45 2492.2 363.1 160 205 265 215 202 28 10 42 1.634 72.0045 6

343.6 JZIGL35 TR 25045 3369.7 490.9 175 220 305 250 232 32 10 50 2.209 95.0045 x 6

511.4 JZIGL50 TR 30545 5015.4 730.6 192 237 375 305 292 40 12 60 3.288 160.0045 x 6
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Lightweight cylinders for general use. Weight reduction of more than 40% compared with the
equivalent steel version. Made of hard-anodised aluminium alloy. Spring return with solid plunger.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Aluminium spring-return cylinder
JZAR

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1mmmm kNkN cm²cm² cm³cm³

30.9

JZAR0 50 173 223 221 4.43005

309.3 44.2 100 75 60 39 55 32 5 23JZAR0
3010 100 223 323 442 5.2

JZAR0
3015 150 273 423 663 6.0

49.6

JZAR0 50 183 233 355 7.35005

486.6 70.9 130 95 80 55 60 33 5 28JZAR0
5010 100 233 333 709 8.7

JZAR0
5015 150 283 433 1.064 10.0

100.2

JZAR1 50 215 265 716 17.20005

982.6 143.1 180 135 110 93 93 44 5 34JZAR1
0010 100 265 365 1.431 20.3

JZAR1
0015 150 315 465 2.147 22.5
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Single-acting, spring return. Weight reduction of more than 40% compared with the equivalent steel
version. Made of hard-anodised aluminium alloy. Steel base plate to increase wear resistance.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Aluminium cylinder with lock nut

Applications in construction and maintenance operations on bridges, buildings and ships.

The lock nut supports the load mechanically for long periods.

JZARI

Ref.Ref. AA BB DD EE FF JJ J1J1 HH KK K1K1 SSmmmm kNkN cm²cm² cm³cm³

30.9

JZARI0 50 198 248 221 5.13005

Tr309.3 44.2 100 75 39 55 32 3 23 3560x4
JZARI
03010 100 248 348 442 5.9

JZARI
03015 150 298 448 663 6.5

49.6

JZARI0 50 221 271 355 8.75005

Tr486.6 70.9 130 95 55 60 33 3 28 4080x4
JZARI
05010 100 271 371 709 10.2

JZARI
05015 150 321 471 1.064 11.4

100.2

JZARI1 50 252 302 716 19.70005

Tr982.6 143.1 180 135 93 98 44 3 35 50110x6
JZARI1
0010 100 302 402 1.431 22.7

JZARI1
0015 150 352 502 2.147 24.9
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Working pressure 700 bar / 10 000 psi. Hydraulic return. Nitriding treatment or hard chrome plating to
prevent corrosion. Fitted with a safety valve in the return direction that prevents accidental overpressure.
Holes and threaded parts that make it easy to fit accessories and special tools.

Used in critical operations in public works and structural engineering for precise movement and positioning
of loads, since the hydraulic force can be applied in both directions.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Double-acting cylinder
JZB

Ref.Ref. AA BB DD EE FF JJ J1J1 HH II KK K1K1 WW XX OOmmmm kNkN cm²cm² cm³cm³

23.2
3JZB02 1 1/2 -150 227.8 33.2 318 468 84 65 54 54 55 23 70 10 32 5/16- 49 498 13.2315 16 UN12UNS

30.9
3JZB03 1 1/2 -150 303.3 44.2 329 479 100 75 57.15 54 55 37 79 12 34 5/16- 49 663 16.8015 16 UN12UNS

55

JZB05 150 322 472515

5 - 12539.1 78.5 130 100 80 78 60 21 65 15 39 45UN
1 - 12

1.178 29.0

UNF
JZB0
5525 250 422 672 1.963 36.8

JZB0
5535 350 522 872 2.748 44.7

92.9

JZB10 150 355 505 1.991 58.5015 6 7/8- 1 3/4 -911.2 132.7 175 130 105 96 79 46 70 15 46 5012 UN 12 UNJZB10
025 250 455 705 3.318 74.0
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Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Double-acting cylinder
JZB

Ref.Ref. AA BB DD EE FF JJ J1J1 HH II KK K1K1 WW XX OOmmmm kNkN cm²cm² cm³cm³

198.5

JZB20 150 356 506 4.253 135.0015
1946.3 283.5 242 190 150 113 138 61 65 5 52 — – —

JZB20
025 250 456 706 7.088 175.0

303.6

JZB30 150 327 477 6.506 213.0015 2977. 433.7 304 235 170 130 155 78 82 5 71 — – —4JZB30
025 250 481 731 10.843 263.0

400.8

JZB40 150 381 531 8.589 303.0015 3930. 572.6 349 270 210 160 185 84 90 5 91 — – —4JZB4
0025 250 491 741 14.315 375.0

511.4

JZB50 150 400 550 10.959 392.0015
5015.4 730.6 392 305 240 180 205 90 92 5 104 — – —

JZB5
0025 250 510 760 18.265 479.0
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Weight reduction of more than 40% compared with the equivalent steel version. Made of hard-anodised
aluminium alloy. Steel base plate to increase wear resistance.

Fitted with a safety valve in the return direction that prevents accidental overpressure. Equipped with a
carrying handle or eyebolts.

Used in critical operations in public works and structural engineering for precise movement and positioning
of loads, since the hydraulic force can be applied in both directions.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Aluminium double-acting cylinder
JZAB

Ref.Ref. AA BB DD EE FF JJ J1J1 HH II KK K1K1mmmm kNkN cm²cm² cm³cm³

30.9

JZAB0 50 171 221 221 4.93005

309.3 44.2 100 75 60 39 55 24 43 5 23
JZAB0
3010 100 221 321 442 5.7

JZAB0
3015 150 271 421 663 6.6

49.6

JZAB0 50 185 235 355 8.45005

486.6 70.9 130 95 80 55 60 32 50 5 28
JZAB0
5010 100 235 335 709 9.9

JZAB0
5015 150 285 435 1.064 11.5

100.2

JZAB1 50 225 275 716 18.50005

982.6 143.1 180 135 110 93 98 40 61 5 35
JZAB1
0010 100 275 375 1.431 21.4

JZAB1
0015 150 325 475 2.147 24.3
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Working pressure 700 bar / 10 000 psi. Hard chrome plating to prevent corrosion; fitted with high-flow
quick couplers. Dust wiper and carrying handle.

These cylinders exert a large pulling force, which is very useful for drawing together large steel plates and
other heavy items that must be held together so that they can be welded accurately.

Operation is very simple: the cylinder's 2 links are simply inserted into a hook previously welded to
the plates to be joined, and the pump is then operated.

Nom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeight
tt kgkg

Pull cylinder
JTR

Ref.Ref. AA BB DD EE FF GG HH JJ LL MM TTmmmm kNkN cm²cm² cm³cm³

10.1 JTR01 M 26 x140 99 14.4 473 613 80 60 42 33 70 75 15 30 202 9.0014 2

30.5 JTR03 1 3/4 -150 299.3 43.6 599 749 125 100 66.7 33 95 100 30 45 654 24.2015 12 UN

50.7 JTR05 M 60 x150 497.4 72.5 749 899 155 125 80 37 125 150 40 65 1.088 41.5015 2.5
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Dynamometer Cylinders

JDT-10 – 10 t Tension DynamometerJDT-10 – 10 t Tension Dynamometer
Designed for measuring tensions and tensile tests. Accuracy: +/- 2.5%.

JDK-10 – 10 t Compression DynamometerJDK-10 – 10 t Compression Dynamometer
Used as a load cell in presses, clamps, etc. Accuracy: +/- 2.5%.

JDT / JDK
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Working pressure 700 bar / 10 000 psi. Hard chrome plating to prevent corrosion; fitted with high-flow
quick couplers.

Designed for the controlled extension of bolts and studs when tightening and loosening high-integrity
bolted joints. It applies a precise, uniform axial tensile load to the bolt, reducing the tightening torque
required and avoiding the friction characteristic of the torque wrench.

Available in a range of thread sizes to suit the diameter of the bolt to be tensioned. Used in the assembly
and maintenance of flanges, turbines, compressors and other critical joints in power plants, petrochemical
facilities and shipbuilding.

ThreadThreadNom. F.Nom. F. StrokeStroke Max. F.Max. F. Eff. areaEff. area Oil cap.Oil cap. WeightWeightsizesizett kgkg

Bolt Tensioner
JET

Ref.Ref. AA BB CC DDmmmm kNkN cm²cm² cm³cm³

23.4

ET1-16 M16 X 2

10 229.6 16.4 96 76 26 84 16 2.4

ET1-18 M18 X 2.5

ET1-20 M20 X 2.5

ET1-22 M22 X 2.5

ET1-24 M24 X 3

ET1-27 M27 X 3

ET1-30 M30 X 3.5

46.6

ET2-30 M30 X 3.5

10 457.1 31 128 103 36 103 31 4.9
ET2-33 M33 X 3.5

ET2-36 M36 X 4

ET2-39 M39 X 4

76.9

ET3-39 M39 X 4

10 754.4 51.3 150 120 46 136 51 10.5

ET3-42 M42 X 4.5

ET3-45 M45 X 4.5

ET3-48 M48 X 5

ET3-52 M52 X 5

147.8

ET4-52 M52 X 5

10 1449.9 98.6 160 125 64 183 99 19

ET4-56 M56 X 5.5

ET4-60 M60 X 5.5

ET4-64 M64 X 6

ET4-68 M68 X 6
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JUX electric pumps are manufactured from high-strength materials with great precision. Electric
drive provides a substantial improvement in applications where high pressure is required.

CapacityCapacity PressurePressure PowerPower Width AWidth A Depth BDepth B Height CHeight C WeightWeight 1st stage1st stage 2nd stage2nd stageVoltageVoltage ValveValve rpmrpm kgkg

Electro-hydraulic Pumps

JHPS – Single-acting radial-piston electric pumpJHPS – Single-acting radial-piston electric pump

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

Single-

Single-

Single-

Single-

phase

phase

phase

phase

Solenoid

Solenoid

Solenoid

Solenoid

valve

valve

valve

valve

JHPS / JHPD / JHUD

Ref.Ref.ll barbar CVCV mmmm mmmm mmmm l/minl/min l/minl/min

5

400VJHPS-05 Manual

700 1 1400 215 250 443 36 0.9 0.6

JHPS-05-
1F-220V

220V
Manual

JHPS-05-
3F-220V

220V Manual

JHPS-05-
EV

400V

10

JHPS-10 400V Manual

700 1 1400 285 255 485 48 0.9 0.6

JHPS-10-
1F-220V

220V
Manual

JHPS-10-
3F-220V

220V Manual

JHPS-10-
EV

400V

20

400VJHPS-20 Manual

700 2 1400 325 325 615 73 1.9 1.1

JHPS-20-
1F-220V

220V
Manual

JHPS-20-
3F-220V

220V Manual

JHPS-20-
EV

400V

30

400VJHPS-30 Manual

700 2 1400 365 365 625 95 1.9 1.1

JHPS-30-
1F-220V

220V
Manual

JHPS-30-
3F-220V

220V Manual

JHPS-30-
EV

400V
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All pumps are fitted with manual directional
valves. Pumps can be fitted with solenoid
valves depending on the requirements of
each application. Solenoid-valve versions are
supplied as standard with a 400V motor; if
you need a different motor, please contact us.
Pumps with a solenoid valve come with a 3 m
cable remote control.

CapacityCapacity PressurePressure PowerPower Width AWidth A Depth BDepth B Height CHeight C WeightWeight 1st stage1st stage 2nd stage2nd stageVoltageVoltage ValveValve rpmrpm kgkg

CapacityCapacity PressurePressure PowerPower Width AWidth A Depth BDepth B Height CHeight C WeightWeight 1st stage1st stage 2nd stage2nd stageVoltageVoltage ValveValve rpmrpm kgkg

Electro-hydraulic Pumps

JHPD – Double-acting radial-piston electric pumpJHPD – Double-acting radial-piston electric pump

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

3-phase

Single-

Single-

Single-

Single-

phase

phase

phase

phase

Solenoid

Solenoid

Solenoid

Solenoid

valve

valve

valve

valve

JHUD – Double-acting, two-stage radial-piston electric pumpJHUD – Double-acting, two-stage radial-piston electric pump

JHPS / JHPD / JHUD

Ref.Ref.ll barbar CVCV mmmm mmmm mmmm l/minl/min l/minl/min

5

400VJHPD-5 Manual

700 1 1400 215 250 443 36 0.9 0.6

JHPD-05-
1F-220

220V
Manual

JHPD-05-
3F-220

220V Manual

JHPD-05-
EV

400V

10

400VJHPD-10 Manual

700 1 1400 285 255 485 48 0.9 0.6

JHPD-10-
1F-220

220V
Manual

JHPD-10-
3F-220

220V Manual

JHPD-10-
EV

400V

20

400VJHPD-20 Manual

700 2 1400 325 325 615 73 1.9 1.1

JHPD-20-
1F-220

220V
Manual

JHPD-20-
3F-220

220V Manual

JHPD-20-
EV

400V

30

400VJHPD-30 Manual

700 2 1400 365 365 625 95 1.9 1.1

JHPD-30-
1F-220

220V
Manual

JHPD-30-
3F-220

220V Manual

JHPD-30-
EV

400V

Ref.Ref.ll barbar CVCV mmmm mmmm mmmm l/minl/min l/minl/min

10 400V 2.4 (25JHUD-10 700 1 Manual 1400 285 255 485 50 0.6bar)
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ReliefReliefDisplacementDisplacement
pressurepressure WeightWeightModelModel StagesStages per strokeper stroke kgkgbarbar

Hand Pumps
JBS-106 / JBSA-106

cm³cm³ AA BB CC DD EE
cm³cm³

JBS-106 600 1 2.6 700 500 105 120 34 510 6.5

JBSA-106 600 1 2.6 700 500 115 120 34 510 3.4
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